
Presto
Freestanding�two-�or�three-channel�display�solution



技术规格 PRESTO
⼀般规格
屏幕尺⼨ Two-channel:�8.7'�x�3.9'�/�2.66m�x�1.18m

Three-channel:�12.6'�x�3.9'�/�3.85m�x�1.18m
投影机 BarcoGraphics�808s�high-performance�graphic�projectors
分辨率 Up�to�1600x1200�@�60�Hz�per�channel
扫描频率 Horizontal�autolock�scan�frequency�range�of�15-110�KHz

Vertical�autolock�scan�frequency�of�37-200�Hz
RGB�bandwidth�of�120�MHz�-(-3�dB)

投影机控制 Multilanguage�on-screen�menus
尺⼨ Footprint:

Two-channel:�9.3'�W�x�7.5'�H�x�5.6'�D�/�2.84m�x�2.29m�x�1.62m�

Three-channel:�13.2'�W�x�7.5'�H�x�5.3'�D�/�4,03m�x�2.29m�x�1.62m��

线路电压 90-240�VAC

频率 50-60�Hz,�single�phase
电流 2-channel:�20�A

3-channel:�30�A

功率消耗 2,000�W�/�3,000�W
净重 Net�weight:�906�lb�/411�kg�(2-channel)�-�1,367�lb�/�620�kg�(3-channel)

Shipping�weight�(rugged�flight�cases):�1,763�lb�/�800�kg�(2-channel)�-2,396�lb�/�1,087�kg�(3-channel)
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